Microtech LT12 Plug In for Nissan R33 wRB25DET

Specifications:-

Ignition Correction Maps:
Kit Contents: Main lgnition advance map Vs REM 16sites
ECU Ignition retard/advance Vs MAP 16 sites
Wiring loom and adapter pilug suit R33 Ignition retard/advance Vs Coolant temp 16 sites
Valiiim tasa Ignition retard/advance Vs Air temp 16 sites
Technical manual/bookiet ignition retard/advance on throftle pump x2
Microtech Decal Max ign setting
Trim Pot’ for use with Boost Control Feature Aux input retard/advance

Ignition Trim +_45 DEG
General: s ;
Weight 560gm total with Adapter etup:
Extruded Aluminium Case Unit Comes Configured for Standard RB25DET ignifion components
PCB Adapter from ECU to Short Loom Unit Comes Configured for Standard Boost Control Solenoid
Max Readable RPM 15950rpm Base map installed for standard injector size and fuel pressure.
Max Readable Boost 25PS! 3 Adjustable Auxilliary outputs
16 Bot 16Mhz Processor 1xAuxilliary Output Configured for Idle Stepper Motor 5TD

. 1xAuxilliary Output Configured for Variable Valve Timing Controf

Fuel Delivery: 1xAuxilliary Output Configured for Baost Control
256 Adjustable Main Load Sifes in total . - ¥
Coolant temp Correction Diagnostics:
Air Temp Correction Red LED indicated Fault code Triggered
Cranking enrichment V's Coolant Temp. Data Page indicates where faulf lies
Injector Phasing Adjustment Operational Errors. Max Duty, RPM Cut, OverBoost etfc
Throttle Pump Amount, Sensitivity, Duration x2 ~ Amber LED indicated Ignition input
Cold start Throttle Pump Correction Green LED Power on
After Start Enrichment Selt Test Mode Cycles Aux Output and runs all Injectors and Ign’ pulse

Aux input enrichment {Air cond)

Wide open Throttle Corrections every S00RPM Prﬂgramm IHQ/T uni ng
Cruise/Light throttle Corrections every 500RPM Via Laptop unsing Laptop Adapter/COM Cable, PC Software, Win 95+

Overall Mixture Trim +-99% -
Staged or Multipoint operation both Sequential VIFHECC Coltotel 200 LA Lanle

6 Injector Drivers .

Up to 4 Low Impedance Injectors perariver  Datalogging/Map Storage
On Board "ECU Log" Holds & mins of Data. User definable logging trigger
Data-Log to Memory(Laptop) 100 samples per Second
Viewable Data Text displays average data readings 10 times P/Second
Playback datalog
Save and swifch 4 maps via Laptop adapter or Hand Controller



